
Salient features

Semi-auto Analyzer

Windows Based user friendly interface 

Real Time absorbance curve & temp. 

display

Adjustable LCD with alpha numeric display

Memory for reagent blank

30 µl flow cell

Large result memory

Inbuilt quality control programme

Auto curve fitting for nonlinear standard 

curve

Air purge between sample to avoid carry 

over

Membrane key board for direct function

New generation Semi-auto Analyzer for Clinical Investigations

BCA 201



New generation Semi-auto Analyzer for 
Routine Biochemistry, hormonal assay, end point, Electrolyte 

and drug-enzyme Investigations.
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Certifications: ISO 9001:2000, EN ISO 13485:2003

OPTICAL SYSTEM

FLOW SYSTEM   

MEASURING SYSTEM

Light Source 12 V, 20 W Halogen Lamp 
Filter Change Automatic Stepper motor driven
Optics 7 standard interference Filters 340, 

405, 505, 546, 578,  630, 670 nm & one 
optional position

Detector UV enhanced Silicon Photodiode

Flow cell 30 µl with Peltier Temperature control 
(25ºC, 30ºC & 37ºC selectable)

Cuvette option 10mm Cuvette 
Aspiration By stepper motor peristaltic pump
Reaction Volume 200 - 1000µl

Photometric 0.0~3.0 O.D Range
Reading Method Absorbance, bichromatic End point 

with standard or factor, with or 
without reagent blank or sample blank, 
two point kinetic, multistandard   
(linear and non linear)

  

Calibration Automatic against Standard
Quality control 3 QC for each test 

Interface Window based
Keyboard Window based external (optional)
Display   Adjustable Graphical LCD display
Thermal Printer Inbult thermal printer with graphics 

capacity (multiform reports)
Memory Capacity 100000 Result
No of tests open system with 200 tests
Serial Output RS 232, USB device, USB host, 

SD Port

Power Supply 100-250V, 50-60HZ
Weight 8 Kgs.

USER INTERFACE

PHYSICAL FEATURES

Technical Specification 
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